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Highway Department
Brian M. Kelley, PE

Highway Commissioner

801 East Grand Ave.

Chippewa Falls WI 54729


PROPOSAL FOR TWO (2) TRACTORS WITH MOWERS

          YEAR:

2025 Or Current Production
      PROPOSAL:
To be furnished complete with 1 - shop engine manual, 1 -operator manual, 1 - shop service manual, 1 - repair parts manual.

SPECIFICATIONS:
Detailed specifications may be obtained at the Highway Office, 801 East Grand        Avenue, Chippewa Falls, Wisconsin, 54729.

         
          TIME:
Sealed proposals must be received in the Highway Office, 801 East Grand Avenue, Chippewa Falls, Wisconsin 54729 by 11:00 a.m. on December 17, 2024. The proposals shall be sealed and the outside of the envelope must be marked “Proposal for Tractors with mowers” At 11:00 a.m. on, December 17, 2024 they will be publicly opened and read aloud.

        PROPOSAL

        REJECTION:
The Chippewa County Highway Commissioner reserves the right to reject any or all proposals, accept or waive any portion of any proposal, waive any informalities or irregularities in proposals or accept any proposal or proposals, which in the opinion of the Highway Commissioner will serve the County's best interest.

      PROPOSAL

   WITHDRAWAL:
No proposal may be withdrawn for a period of thirty (30) days after the time and date set for the opening thereof, without the consent of the Highway Commissioner.

           OPTIONS:
All options must be listed separately, further, proposals shall be free of all federal and state taxes.

      WARRANTY:
Warranty and/or guarantee on the equipment shall be expressly stated and submitted with proposal.

         DELIVERY

                DATE:
Proposal shall state the date on or before which the equipment will be delivered.  This stated date shall be part of the contract and may be used by the Highway Commissioner in evaluating proposals.


CHIPPEWA COUNTY SPECIFICATIONS FOR WHEELED TRACTOR WITH MOWER

Vendor shall complete each space in "Proposal" column with either a check mark (X) to indicate the item being proposed is exactly as specified or a description to indicate any deviations of item being proposed from specification.  Any items appearing in the manufacturer's regular published specifications furnished by the Vendor are assumed to be included in the Proposal.  Manufacturer's literature and specifications must accompany all proposals and be marked as to unit proposed including optional equipment.  At the time of delivery, the equipment must meet or exceed all Federal, State, local health, safety lighting and noise standards.

PROPOSAL
EQUIPMENT:  Two (2) 2025 or new current model
MFG   __________________________________  
 production wheeled tractor with boom mower,

Model_________________________________     and side mower.  
DELIVERY:  State number of days for 

 delivery from date of order.



_______________________________________ 
FREIGHT:  The piece of equipment will 

 be delivered to the Chippewa County 

 Highway Department, Chippewa Falls.


________________________________________
ENGINE:  

4-cylinder diesel engine




MFG___________________________________









Model _________________________________

Minimum 100 PTO H. P




P.T.O. HP._____________________________

Direct injection fuel system




_____________________________________

Water filter on fuel system




_____________________________________

Dry air cleaner





______________________________________

Electrical engine shut-off




________________________________________

Horizontal muffler under hood



_______________________________________

Vertical exhaust stack




_____________________________________       
Extended life antifreeze




_____________________________________
 Block Heater






_______________________________________ 
Front auxiliary drive from crankshaft for mower
requirement






______________________________________
Reversing fan





______________________________________

TRANSMISSION/PTO:  
24F/24R Power quad plus console shift, 

with left-hand reverser




_______________________________________
540/1000 PTO





______________________________________
Electro-hydraulic PTO engagement


______________________________________

Multi-disk metallic wet clutch



_______________________________________

MFWD front axle with limited slip



_______________________________________ 

CAB:

Premium cab






_____________________________________
ROPS construction





_____________________________________

Heater






_____________________________________

Tinted glass through out




_____________________________________

Sun visor






_____________________________________

Floor mat






_____________________________________

Window defroster front & rear



_____________________________________

Intermittent windshield wiper w/washers (front)

_____________________________________

Windshield wiper w/washers (back)


_____________________________________

Rear view mirror





_____________________________________

Retractable seat belt




_____________________________________
Back-up alarm





_____________________________________

Back-up camera





_____________________________________

Left and right door





_____________________________________

Horn







_____________________________________

Dome light






______________________________________

Factory air conditioning




______________________________________

Sound suppression to meet DILHR & MSHA standards _____________________________________

10 outlets for air circulation



______________________________________

Tilt steer column





_______________________________________

Deluxe adjustable air seat




______________________________________

   Swivel






______________________________________

   Arm rests






______________________________________

Tool box






______________________________________

AM/FM radio
w/Bluetooth




______________________________________

Side mirrors outside mounted (right & left)

______________________________________

Hand rails to operator’s station



_______________________________________

Signal lights (directional with hazard switch & 4 way

    flashers)






_______________________________________

Slip resistant steps





______________________________________

Glass on right side to be protected from

    flying debris





______________________________________



HYDRAULIC SYSTEM: 

Load sensing, constant flow pump with live hydraulics
_______________________________________

3 selective control valves with detents and quick 

     couplers






_______________________________________ 
Center load sensing with variable





    pump displacement – minimum 21 GPM 

_______________________________________

CAT II 3 pt. With top link




______________________________________

Linkage, flex link ends




_______________________________________

FUEL TANK: 
Minimum 50-gal fuel tank (state gallons)


__________________________________ gal.
Guard on bottom to protect tank from being punctured
______________________________________

INSTRUMENTATION: 

Analog/EIC






_______________________________________ 
Tachometer






_______________________________________

Hour meter






_______________________________________

Fuel gauge






_______________________________________

DEF gauge






______________________________________

Coolant temperature gauge



_______________________________________

Back-lit instruments





________________________________________

Warning lights

Engine oil pressure




_______________________________________

Battery





_______________________________________

Parking brake




_______________________________________ 
Hydraulic oil filter




_______________________________________

Hydraulic oil pressure



_______________________________________ 
Air cleaner restriction




_______________________________________

Cold start






_______________________________________

Differential lock





_______________________________________

Headlight high beam




_______________________________________ 
Turn signal indicator lights




_______________________________________

VANDAL PROTECTION FOR:

Engine oil






_____________________________________

Engine coolant





_____________________________________

Hydro oil






_____________________________________

Transmission Oil





_____________________________________

Fuel Tank






_____________________________________

ELECTRICAL:  

Battery, minimum 1,000 CCA



________________________________________

Minimum 125 AMP Alternator



_______________________________________

Key ignition






_______________________________________

Safety start switch





_______________________________________

12-volt power point





______________________________________

Back-up alarm





______________________________________

LIGHTING:  Two dual beam LED headlights

_______________________________________

Two rear LED work lights




_______________________________________

Two front LED work lights

        


_______________________________________

Tail/Brake lights with turn signals



______________________________________
Two flashing safety lights




_______________________________________

Turn signals - fender mounted



_______________________________________

Dual (2) strobe light





______________________________________
GENERAL:  

Tilt & telescopic steering wheel



_______________________________________

Hydrostatic power steering




_______________________________________

Deluxe flat top fenders, rear & front


_______________________________________

Tool box – mounted, lockable



_______________________________________

Full twin rail Frame





______________________________________

Min. 21.5" clearance




_______________________________________

Rack and pinion rear axle adj to 100”


______________________________________
Rear cast wheel





______________________________________
Swinging draw bar, high clearance


_______________________________________

Telescopic linkage stabilizers



_______________________________________

Foot throttle






_______________________________________

Engine side shields





_______________________________________

Differential lock





_______________________________________

Hood guard






______________________________________

BRAKES:  

Hydraulic actuated wet disc



_______________________________________

Parking brake 





_______________________________________

TIRES:
Tread designed for roadside work (non-lug)

______________________________________
Michelin CrossGrip or equivalent



______________________________________
Front – 380/85R24 radial




_______________________________________

Rear – 460/85R34 radial




______________________________________

Left rear filled with fluid (rim guard)


_______________________________________

Counterweight L/R rim to handle 21’ boom

_______________________________________

CAPACITIES:   
Engine Oil





___________________________________ qt.

Coolant





_____________________________________ qt.

Hydraulic Oil





_____________________________________ gal.

MANUALS:  

1 - Tractor Shop Manual



______________________________________
1 - Tractor Parts Manual 



______________________________________
1 - Tractor Operator's Manual 


______________________________________
MOUNTING & SET UP:  To be mounted on tractor(s).

This unit shall be constructed to receive, in lieu of the 21’ 
Boom w/50” HD flail head mower, a 72” rotary side
mount mower.  
Both mowers shall use a common main frame.



MID-MOUNT ARTICULATED BOOM

EQUIPMENT:  New current model production boom type
MFG____________________________

Mowers complete, installed & operational


Model___________________________

EQUIPMENT: New current model production right side
MFG____________________________

rotary mowers complete, installed and operational.


Model___________________________

MID-MOUNT ARTICULATED BOOM















FRAME:  

Full length







___________________________________

Saddle mount to tractor frame




________________________________

                               
HYDRAULIC RESERVOIR:  

Minimum 28 gal






_________________________________

Sufficient cooling 






_________________________________

Left side mounting






__________________________________

Ball valves on suction and return outlets



_________________________________

Main in-tank filter, 10 microns




________________________________
75 GPM full flow with restriction gauge



_________________________________

BOOM SWIVEL POST:  

Hydraulic power hinge (hydraulic actuator)


__________________________________

BOOM ARM:  

16'10" minimum reach up





__________________________________

20'1" minimum reach out





_________________________________

11'7" minimum reach down




________________________________

Counter weight adequate for safe operation


________________________________

HYDRAULICS:  

Front mounted pump, cast steel 180 input H.P.


________________________________

Minimum 44 GPM






__________________________________

Suction Line 1 1/2" I.D., unrestricted



_________________________________

Motor circuits hoses 1", unrestricted



_________________________________

Boom lines 1" steel






_________________________________

Valve to mower head - 2 position




_________________________________

1" porting







_________________________________

3,000 PSI







__________________________________

Hoses 1”







_________________________________

Kevlor wrap shielding for hoses




_________________________________

Electronic joystick






_________________________________

Boom cylinders relief valves




__________________________________

Boom rest /cylinder lock





___________________________________

Cutter assembly must stop in maximum 7 sec. from full RPM
________________________________

HEAD:  
50” actual cut HD flail head




___________________________________

Minimum 100,000 lb. rated steel housing


_________________________________

Minimum 1/4 “solid steel side walls



________________________________

Replaceable skid shoes





_________________________________

Shall have minimum weight of 1060 lbs.



________________________________

Open front



 



________________________________

Safety chains rear 






________________________________

Rear transport cradle, state overall transport width

________________________________
Front open – angled frame





__________________________________

Rear shield







_________________________________
SHAFT:  

Shaft speed @ blade tip





State: _______________________FPM

Cutting Shaft minimum 6” diameter with 2 3/16” diameter

     stub shafts & bearings





________________________________

Blade cutting diameter minimum 23”



________________________________

Minimum 6 5/8” diameter roller




________________________________


Hydraulic motor driven thru belts with self-tensioners

________________________________

Greaseable bearings





________________________________

Bearing wrap protection





_________________________________

CUTTING SHAFT/BLADES: 

Minimum of (48) dual purpose knives



________________________________

Brush/grass knives






________________________________

Mounting bolts minimum 1” grade 8



________________________________

Knives shall be reversible





________________________________

Tempered steel






________________________________

State size of mounting bolts




________________________________

MOTOR:  
Cast steel gear housing





________________________________

Minimum 99 H.P.






________________________________
MID-MOUNT SIDE ROTARY MOWER
FRAME;

Mower to be mounted to tractor frame



_________________________________

Shall mow forward and right of right rear tire


________________________________

Minimum cutting width of 72”




________________________________

Cutter assembly shall be rotary type, hydraulically driven
________________________________

Minimum 6.5” diameter spindle shaft



________________________________

3 grass suction blades





________________________________

Clockwise rotation






________________________________

Minimum 10-gauge steel cover




________________________________

Replaceable skid shoes





________________________________

Minimum spindle speed of 1,000 RPM



________________________________

DECK:  
72” actual cut mounted on boom arm



___________________________________

1/8" deck, 1/4” thick side walls




_________________________________

Replaceable skid shoes





_________________________________

Shall have minimum weight of 1250 lbs.



________________________________

Chain safety shield rear, open front



________________________________

Electric and mechanical stow locks



________________________________

SPINDLE:  

Minimum spindle speed 19,000 FPM @ blade tip

________________________________

Spindle assembly shall be 6 1/2” diameter at its largest area x

  13” long, bearing diameter of 2 3/4” with a minimum of 4 1/2”

   between bearing centers





________________________________

Each bearing individually greased




________________________________

Forged alloy steel






_________________________________

Flexible coupler with guard





________________________________

Bearing wrap protection





_________________________________

BLADES, BAR: 

Minimum 23” X 1” thick steel cutter disc with 

    case hardened, threaded inserts welded into place

   for blades







________________________________

Must be able to accommodate 2 or 3 blades, brush

    or grass suction blades





________________________________

3 single edge grass blades





________________________________

Tempered steel






________________________________

Full swing (3600)






________________________________

State size of bolts






________________________________

MOTOR:  
Cast steel gear housing





________________________________

Minimum 99 H.P.






________________________________

SAFETY SHIELDS (Tractor): 

Guard mounted at front of tractor to protect hydraulic

   pump and tractor hood





________________________________

Must have polycarbonate windows in right side of cab to 

protect operator from flying debris.  All P.T.O. mounted

pumps must be shielded. Must meet or pass ANSI Testing.
________________________________
MANUALS:  

1 - Mower Shop Manual




_________________________________

1 - Mower Parts Manual 




_________________________________

1 - Mower Operator's Manual 



_________________________________

WARRANTY:
Tractor shall have full warranty for 3 years or 2,000 hours,

Whichever occurs first





_________________________________
Mower, boom and hydraulics

shall have a full warranty for one (1) year

Excluding wearable items.





_________________________________

TRAINING AVAILABILITY: 

On-site training for mechanical-maintenance techniques
___________________________________

On-site training for safe operation/operating techniques

___________________________________
On-site maintenance training for mechanics and operators
    when delivered.






___________________________________






 
TRADE IN:

Chippewa County may trade in the following unit (s):



#225-6420 John Deere with 25M and 25B mower



#226-6420 John Deere with 26M and 26B mower
Trade in value (s)



#225

$______________________



#226

$______________________

Trade-in items may be inspected between 6:00 a.m. and 4:00 p.m., Monday thru Thursday. The current machine(s) are being used almost daily so call the Facilities and Fleet Superintendent, Paul Mohr, at 738-2615 to set up an inspection time and location.







With



Without







Trade in 


Trade In

Net Price, County pays this




amount to vendor:


$_______________

$_______________

COMPANY ____________________________________________________________________

ADDRESS ___________________________________________________________________

____________________________________________________________________________

REPRESENTATIVE____________________________________________________________

TELEPHONE_________________________________________________________________

MANUFACTURE’S SUGGESTIONS:
Please list any manufacture’s options that you feel would be beneficial to the County that have not been included in this proposal.

Option:









Added cost:
____________________________________________
________________________

____________________________________________
________________________

____________________________________________
_________________________

____________________________________________
________________________

____________________________________________
________________________
WARRANTY WORK:
All warranty work shall either be done at the Chippewa County Highway Department shop in Chippewa Falls or the vendor shall be responsible for the pickup and return of the unit to be serviced
DELIVERY:

The unit shall be delivered F.O.B. Chippewa County Highway Department, Chippewa Falls, Wisconsin, complete in all respects with acceptance subject to Chippewa County Highway Department's inspection and approval.

State Delivery Date ______________________________  

